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SUMMARY

Boundary~layer studies consisting of schlieren observations and
momentum surveys were made on hollow cylinder models with thelr axes
alined parallel to the stream. Results were obtalined for three model
diameters and for natural and artificially induced turbulent boundary-
layer flows.

Transition Reynolds numbers were found to decrease with decreases
in leading-~edge thickness and with reductions in tunnel pressure level.
Turbulent temperature-recovery factors generally decreased with increasing
Reynolds number and were a maximum for the smallest transition Reynolds

numbers.

The results of this investigatlon appeared to be consistent with
the theoretical turbulent friction formulas of Wilson and with the extended
Frankl-Volshel anelysisg of Rubesin, Maydew, and Varge. Veloclty profiles
in the outer portion of the boundary layer could be approximsted reason-
ably with a 1/7 power profille and were found to be agproximately similar
in this region. Velocity profiles .glven by the KArmAn universal turbulent
boundary-layer profile parameters were found to be similar in the laminar
sublayer and in the turbulent region.

INTRODUCTION

Total-pressure surveys of the turbulent boundary layer at supersonic
speeds are made and analyzed in references 1, 2, and 3 for the purpose
of determining skin-friction coefficients as a function of Reymolds
number. Results of an investigation of a flat plate model spanning the
tunnel are reported in reference 1. Turbulent boundary layers were
formed by the natural transition from laminar to turbulent flow and .
surveys were mede at several positions along the model length. The Mach
number of the stream was varied from 1.70 to 2.19 and the tunnel was
operated at a gonstant stagnation pressure at each Mach number, giving
a maximum Reynolds number of about 22x106 for the turbulent boundary
layer. To obtain the results given in reference 3, a smaller flat plate
model was used and turbulent boundasry layers were formed by the rapid
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artificial transition to turbulent flow. A maximum Reynolds number of i}

1.1x106 was attained. The stresm Mach number was 2.5 and the stagnation
pressures were 30 and 40 pounds per square inch absolute.

Integrated friction coefficlents were obtained in reference 1 by
equating the measured momentum defects to the drag and making suitable
corrections to the length of turbulent run because of the presence of the
laminar boundary layer upstream. In reference 3 corrections to the length
of run were necessary because of the high inltial thickness of the
boundary layer near the leading edge caused by the coating used to promote
early transition to turbulent flow.

T6%2

The present investigatlion, which was made at the NACA lLewis labora-
tory, is an extension of the aforementioned experimental investigations
to a higher Mach number and contains a more detalled investigation of
the effect of Reynolds number varistion on the boundary-leyer development
and skin-frictlon coefficient. The conventional flat plates of refer-
ences 1 and 3 were replaced by hollow cylinders with axes allned parallel
to the stream direction. It was believed that the flow over the cylinders -
would be less subject to disturbing influences caused by the thick tunnel ~
side-wall boundary layers than the conventional flat test plate mounted -
from the two tunnel side walls. In order to determine whether the
boundary layer developed in the ssme manner as on g flat plate, boundery- -
layer measurements were made on three cylinders having different
diemeters. - ’

Tests were conducted at a stresm Mach number of sbout 3.05 and at
stagnation pressures from 7 to 50 pounds per squa¥e inch absolute. This
range of pressure permitted a Reynolds number variation from about 1 to

8><lO6 per foot, or a meximum Reynolds number of 14x108,

Each of the three models was tested with natural and artificial
transition to turbulent boundary-layer flow to determine in what respect
the two types of development are similar and whether it is possible to
obtain a correlation of turbulent skin-friction coefficients from arti- _ -
fically turbulent boundary layers. ' o '

The analysis of the experimental results is made in a manner similar
to that indicated in references 1 and 3 and, in addition, includes the =

measurement of the local skin-friction coefficient and a determination .

of the shape of the boundsry-layer profile in terms of the Kfrmfn simi- )

larity parameters for turbulent boundary-layer flow. .
APPARATUS .

The three basic cylinder models used in this investigation are .
shown in figure 1 together with pertinent dimensions. The addition of
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roughness near the leading edge on each of these models gave a total of
six configurations tested. The models were 3, 4, and 5 inches in outside
dismeter and 31 inches in length. The steel models were turned, ground,
and polished, and the leading edges were hardened to maintain their
sharpness. A single strut was provided for mounting the cyllinders on the
tunnel side wall. Figure 2 shows a sketch of the 5-inch model in the
tunnel and the instrumentation setup for surveying the boundary layer.
The tunnel used for testing the model was the 1~ by l-foot variable
Reynolds number tunnel, which is a nonreturn type having a stagnation
pressure range of 5 to 52 pounds per square inch absolute.

Static-pressure orifices were provided along four lines on the top,
bottom, and two sides of the models. Spaclng between orifices was
3 inches on the probing slde, and 6 inches on the top, bottom, and
opposite slde. Additional instrumentation was provided outside and
inside the lip in some cases. Four insulated thermocouples were imbedded
in the outside surface of the S5-inch cylinder Jjust below the line of
statlc-pressure.orifices on the survey side of the model &t distances of

3, 6%, 12%, and 18% inches from the leading edge.

The roughness used to cause early transition from leminar to turbu-
lent flow consisted of a single layer of number 60 carborundum grit
applied in a clear lacquer coating in the form of a band extending from
the leading edge to 1/2 inch downstream. The coating had a decreased
density near the leading edge to minimize its effective bluntness.

The conventional boundsry-layer-type total-pressure probes used were

. made of 0.030- by 0.002-inch stainless-steel tubing flattened at the end

to 0.006-inch thickness with e 0.002-inch-high opening. These probes are
shown in figure 3. Probe (a) was used on the survey side of the model
and was 3 inches long from tip to heel; probes (b) and (c) were used on
the top and bottom of the model and were 4 inches long. Probe (a) was
translated by a mechanism which had a t0.0005-inch positioning accuracy.
The average positioning accuracy reletive to the model was about

+0.002 inch. Probes (b) and (c) were rotated by a mechanism having a
comparable positioning accuracy. Total pressures were measured on mercury
menometers and static pressures, on differential butyl phthalate manometers.

PROCEDURE

Before making boundary-layer measurements on the three models,
adjustments in angle of yaw and atta¢k were made to minimize the differ-
ences of static pressure on opposite sides of the model. In each case the
final adjustment of the model, which amounted to yawing it a maximum of
1/2o from the tunnel center line, yielded a pressure distribution in
which opposite orifices had maximum pressure differences of about
3 percent. After proper alinement of the model had been achieved, static-
pressure distributions were obtained at stagnation pressures of 7, 12, 20,
30, 40, and SO pounds per square inch absolute for each of the three -
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models. Likewise, schlieren photographs were obtained to show the

leading-edge shock formation and the boundary-layer development. For ~
the 5-inch model, surface temperature measurements were made throughout

the pressure range. The stagnation temperature was approximately constant

at 50° F with a mean variation of 5° F and the dew point was kept below

-40° F.

Total-pressure boundary-layer surveys were made at eight positions
along the model 3 inches apart, starting 0.5 inch from the leading edge
and extending 21.5 inches back. The stagnation pressures at which these
surveys were made are indicated for each of the models in the following
table:

2451

Model |Tunnel stagnation pressure (1lb/sq in. ebs}

di%?iffr Netural transition]Artificial transition

3 12, 50 12

4 12, 50 12

5 7, 12, 20, 30, 50| 7, 12, 20, 30, 50 -
Additional check measurements on the top and bottom of the model were »

obtained to find whether the boundary-layer development about the model
was symmetrical. All surveys were made after the model surface tempera-
tures and pressures had reached equilibrium,

Reduction of Pressure Survey Data

The first step in computing the various boundary-layer quantities
used in the following analysis was to obtein the boundary-layer Mach
number distrlibutions using the total-pressure surveys and model surface
static Pressures. This was done by making the conventional assumption
of a constant static pressure within the boundary layer normal to the
surface and using the Rayleigh relation for a supersonic pitot tube. _ _
Because the externsl and internal flow Mach numbers did not differ
greatly, it could be inferred that the flow over the cylinder 1s adisbatic
and that the assumption of constant total temperature throughout the
boundary layer is reasonable. With this assumption, velocity profiles
were computed from the Mach number profiles using the expression

r-1 )
u M 1+ 2 Mlz
o =My -1 :
1 1\ 14 IE" M2

(All symbols used in this report are listed in the appendix ) Two=~
dimensionel boundary-layer displaecement thicknesses 5% were computed by
the equation
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5 o
s*=J; ( -——-plul)dy

and the corresponding momentum thickness 6, by
3

= _pu R
° f P1Y (l ul) &
0

where
1+ Izl 2
L _ 2
P, -1 .. 2
1 1+ 5

A more precise cslculation of the momentum thickness, taking into account
the cylindrical form of the model, was made using the equation (ref-
erence 4)

5 :
LJ’ pu_ (i _ 1
@=9+roplul(l-ul)ydy

where r 1s the radius of the cylinder. The contribution of the second
term on the right side was a meximum of 14 percent for positions farthest
downstream.

Although heat-transfer effects were assumed negligible, there still
remains a question concerning the error resulting from assuming the total-
temperature distribution in the boundary layer to be a constant. It is
shown in reference 1 that this assumption has very little effect on the
velocity or on the displacement and momentum thicknesses of turbulent
profiles at Mach number 2. To check the wvalidity of this assumption at
a Masch number of 3.05, temperature distribution calculations based on
the theory of reference 5 were made for four typical turbulent profiles
using actual velocity profiles and observed wall temperature data. The
maximum change in velocity from that obtained for the case of constant

total temperature was +2% percent, and the avérage changes in displace-
ment and momentum thicknesses were -0.3 and -2 percent, respectively.

In general, both the skin-friction coefficient and the Reynolds
number used in an experimental correlation of the same must be based on
some value of the dynamie pressure which is representative of the free-
stream value. Such values of the dynamic pressure were obtained from an
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arithmetic average of the free-stream Mach number along the cylinder.
Because the friction coefficients (which also depend on the momentum
thicknesses) were calculated assuming a zero pressure gradient, the
observed momentum thickness had to be corrected for smell deviations in
Mach number from the arithmetic average obtained along the model. The
method for meking such corrections is given in reference 1 and was applied
to the measured velocity profiles to obtaln corrected values of momentum
thickness. The meximum correction of the momentum thickness did not
exceed 2 percent. All the values of momentum thickness, friction coef-
ficient, and Reynolds number shown in the figures were corrected according
to the preceding schene.

Accuracy of Pressure Measurements

Total-pressure measurements in the boundary layer were estimated to
be accurate to ¥0.03 inch of mercury and static pressures, to +0.05 inch
of butyl phthalate. These limitetions resulted in average Mach number
errors of ¥0.03 for the lowest tunnel pressure level tests; higher pres-
sures, of course, resulted in greater accuracy.

In computing the velocity profiles, the effective center of the -
pitot tube was taken as its geometric center, and the edge of the boundary
layer was selected as the point where the velocity equaled about 99.9 per-
cent of the free-stream velocity. Probable errors in computing momentum
thickness based on the given accuracy in Mach number end the inherent
accuracy of the probe positioning device were approximately *1.5 percent.

The determination of the slope d@/dx which was used to find the
local friction eoefficlent was subject to large uncertainties becsuse =
of the greet latitude within which a fairing of the experimental points
could be drawn. The probable error due to this falring was estimated at
*10 percent.

RESULTS AND DISCUSSION

The ultimate purpose of this investigation is to correlate the skin-
friction coefficients obtained from momentum surveys with the Reynolds
number. Before this correlation can be made,'however, several factors
must be considered to determine whether the conditions of the experiment
sufficlently approximate the assumptions of the theories with which the
experimetital results are to be compared. These factors gre: +the degree
to which the actual pressure or Mach number gradient along the model
approximates the zero gradient, the determinstion of the laminar and
turbulent flow regions, the effect of the leading edge on the initial
boundery-layer development, the consistency of the measured. wall 3
temperature-recovery factor with the assumption of. zero heat transfer,
and the effect of cylinder diameter on the boundary-layer development. .

2451
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ILongitudinal Mach Number and Pressure Distributions

The longitudinal Mach number distributions for the 3~, 4-, and 5-inch
models with natural and artifieisl trensition are shown in figures 4(&),
(b), and (c), respectively, at the various stagnation pressures. Mach
numbers were obtained from probe totel-pressure and model static-pressure
data; most of the measurements were made along the side of the model.

The Mach number slong the model generally increases from slightly
downstream of the leading edge to x = 15.5 inghes; thereafter it drops
to lower values farther downstream. According to the momentum equation,
these changes 1n Mach number would cause errors in the value of the local
friction coefficlent computed on the basis of a zero Mach number gradient.
These gradients introduce maximum errors of sbout 2 percent for x less
than 15.5 inches and 10 percent for x greater than 15.5 inches on the
S5-inch model having artificial transition, which represents the worst
cese.

A comparison of points on the top, bottom, and side of the model at
equal distances from the leading edge reveals slightly higher Mach numbers
and hence lower static pressures on the top and bottom of the model than
on the side. Schlieren observation showed no stream disturbances, such
as shock waves, which would cause such consistent varietions in observed
pressure. The existence of such disturbances 1s not precluded, however,
since.schlieren observations along a vertical light path, that is, through
the top and bottom of the tunnel, were impossible. It is believed that
the resulting pressure gredients around the body may cause secondary flows
which would transport low energy air to the top and bottom of the model,
giving more pronounced boundary-layer developments there.

Schlieren Observations

Typical schlieren photographs of the flow past the S5-inch model at
a stagnetion pressure of 50 pounds per square inch gbsolute are shown in
figure 5(a) for natural transition and in figure 5(b) for artificial
transition. No tunnel stream shock waves are visible, indlcating uniform
flow in vertical planes parallel to the flow. The starting shock of the
cylinder appears to be completely swallowed as indicated by the thin,
almost straight, attached leading-edge shock. (Additional sﬁatic-pressure
instrumentation on the model interior indicated an internal Mach number
of 2.8.) Hundreds of B-microsecond duration flash schlieren photographs
were taken, none of which showed evidence of high frequency intermittent
spillage or shock oscillation at the leading edge.

The leading-edge shock for the artificial transition is stronger
and steeper than for the natursl transition, and is followed by an
expansion region at the end of the leading-edge roughness. A second
shock follows this region. The reflection location of the leading-edge
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shock from the tunnel wall back to the model depends primarily on the
model diameter. The distances from the leading edge where the reflected
shock intersected the model are listed in the following table (no
schlieren date were available for the 3- and 4-in. models with artificial
transition):

Model . Distance from
Natural transition|Artificial transition leadini edge
(in.)
5_in. 19.2
4-in. 22.1
3-in. 24.6
S-in. 18.3

A comparison of the longitudinal Mach number distributions of figures 4(a),
(b), and (c) and the respective distances in the preceding table shows
that only the S5-inch model experiences significant effects on Mach number
distribution due to the reflected leading-edge shock.

Data previously teken at the Lewls laboratory have shown that the
transition from laminar to turbulent flow observed by the schlieren
method can be correlated with the transition point obtained with pitot
gsurveys. The schlieren method has been used in the present investigation,
and figure 5(a) ie a typical example of the appearance of the transition
region. The position of the transition point varled with time; this
fluctuation was cobserved by taking a large number of flash schlieren
photographs. The extreme fluctuations of position were sbout 1 inch
upstream snd dovnstream of a given mean position. In figure 5(a) the
transition loecations on the top and bottom were about equal, but in some
cases considerable differences in location were observed. An lnvestige-
tion was slso made to determine whether there was any hysteresis lag in
the position of the transition point, particularly in golng from one
pressure level to another. None was detected.

A plot of the transltion Reynolds number based on the mean location
of the transition . point is given as a function of the leading-edge thick-
ness for each of the various stagnetion pressures in figure 6. The
transition location is the aversge of the mean locations on the top and
the bottom of the model as obtalned from schlieren photographs. The model
diameters corresponding to the four leading-edge thicknesses are indicated.

Two sets of date appear for the 4~inch model, corresponding to two
thicknesses of the leading edge. In the beginning of the test program
it was suspected that the sharpness of the leading edge may be an impor-
tant factor in determining the boundary-laye¥ development, since unusually

2451



2T

TSv2

NACA TN 2742 9

large boundary-layer thicknesses were measured near the leading edge.
Accordingly, the leading-edge thickness was reduced from the initial
0.012-inch thickness to 0.002 inch by boring the inside of the 1ip;
considerably reduced boundary- layer thicknesses were then measured.

Figure 6 shows that the transition Reynolds numbers varied considerably
for these two leading-edge thicknesses, being much greater for the large
than for the small thickness. Date for the 3- and 5-inch models (which
had intermediste leading-edge thicknesses) are seen to fall between the
data for the two 4-inch-model leading edges, indicating a probable neg-
ligible dependence of the transition Reynolds number on the model diameter.

A very large dependence of the transition Reynolds number on the
tunnel stagnetion pressure is indicated in figure 6. Changes in stagnation
pressure from 7 to 40 pounds per square, inch absolute yielded 2.2 increases
in transition Reynolds number for each leading-edge thickness. The maximum
total change in transition Reynolds number obtained by varylng both leading-
edge thickness and stagnation pressure is from 1.0 to 3. 5x1.08. Presumably
still larger values could be obtained by increasing the leading-edge
thickness above 0.012 inch.

The decreased transition Reynolds numbers observed at the low stagna-
tion pressures are believed to be caused by the increased throttling in
the air supply to the tunnel plenum chamber required to attain the lower
stagnation pressures. Measurements of the Tnstantaneous pressures in
the plenum chamber with a Stathem pressure transducer indicated that the
maximum fluctuations in pressure were approximately equal at all stagna-
tion pressures. Hence, the turbulence level, expressed as the ratio of
pressure fluctuation to total pressure, increased for decreases 1n tunnel
stegnation pressure. The magnitude of the maximum fluctuation was about
0.8 inch of mercury.

Temperature-Recovery Factor

Temperature-recovery factors were computed from measurements of
the wall temperature on the 5-inch model having natural and artificial
transition in order to check the validity of the assumption of zero
heat transfer made in the calculation of the experimental velocity and
density distributions. These recovery factors are defined by -

Ty - T
- Tl

R =

To

and are shown plotted against Reynolds number in figure 7 for the full
range of stagnation pressure.
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An examinetion of the recovery factors obtained for the case of
natural transition shows an intial increase up to the transition point

(RexT = 1.0x10% to 2.3x108 from fig. 6) and a gradual decrease thereafter

in the turbulent region. This trend agrees with the experimental results
of reference 8 to within 1 percent on the recovery factor, but the results
of reference 7 are about 6 percent higher. The spread in the values of

the recovery factor in the region 1x106 < Rey < 3x106 appears to be related

to the different tramsition Reynolds numbers observed at the various
pressures in figure 6. Thus the high recovery factors noted for the runs
with 7, 12, and 20 pounds per square inch sbsolute stagnation pressure
are assoclated with the relatlvely early transition to turbulent flow.
The runs with 30 and 50 pounds per square inch pressure, which had higher
transition Reynolds numbers, had notably lower recovery factors.

All the artificial transition recovery factors shown in figure 7
are for turbulent boundary layers. At Reynolds numbers from 2 to 12x108
these recovery factors agree fairly well with those obtalned for natural
transition flows. Below a Reynolds number of 2*106 they continue to
increase sbove the values attalned at the high Reynolds numbers and above
the values shown for the laminar boundsry-layer flow. Similar observa-
tions were made in reference 5 for the flow over a flat plate at a Mach
number of 2.4, *

The theoretical turbulent recovery factors of reference 5 for a Mach
number of 3.05 are about 4 percent lower than the results obtained in
this investigation.

Effect of Model Diameter and Leading-Edge
Thickness on Boundary-Layer Development

Measurements were made on three models of different diameters to
determine the variation of boundary-layer development with surface curva-
ture transverse to the flow. It was hoped that the trends observed for
the various diameter models could be extrapolated to establish a relation
for the boundary-layer development on a flat plate. However, the very
great dependence of the boundary-layer development on the thickness of
the leading edge, which variled from one model to another, precluded even
a qualitative estimate of the effect of model diemeter on the boundary-
layer development.

Figures 8(a) and 8(b) show the variation of momentum thickness as &
function of the leading-edge thickness for stagnation pressures of 12 and
50 pounds per square inch absolute and natural transition. Near the
leading edges where the flows are predominately laminar the momentum
thicknesses are largest for the 0.008-inch and least for the 0.003- and
0.002~inch leading edges. Farther downstream in the turbulent region

2451
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the reverse trend is apparent. A comparison of the momentum thicknesses
et x = 21.5 inches for the various leading edges shows that reductions

- in momentum thickness of 10 to 20 percent are possible by blunting the
leading edge from 0.002 to 0.008 inch. Presumsbly larger reductions in
drag would be indicated by datae from the 4~inch model having the 0.012-inch
leading edge if such date were available. .

The artificial transition results of figure 8(c] were obtained for
turbulent boundary layers and indicete decreasing momentum thicknesses
for thicker leading edges. Although the trends for the artificial transi-
tion data followed those for the natural transition in the turbulent
region, the distributions of momentum thickness along the model were very
irregulear.

TS92

Because it is impossible to establish a relation between the cylinder
and flat-plate boundary-layer developments from the experimental results,
some alternate approach must be employed to justify the comparisons
to be made between cylinder and flat-plate turbulent friction coefficients.
If the relation between the turbulent friction coefficients for a cylinder
and a flat plate may be assumed approximately similar to the relation

- between the leminar friction coefficients, then such a comparison mey be
Justifieble. Theoretical calculations of the incompressible laminar
friction coefficients made for the 3-inch cylinder model using the anal-
ysis of reference 8 show a maximum increase of 2 percent over those for

a Tlat plate at a stagnation préessure of 12 pounds per square inch abso-
lute, indicating that the comparisons to be made herein are probably valid.

Comparison of Experimental and Theoretical Iaminar Veloclty Profiles

Laminar-type velocity profiles were observed on all the models having
natural transition at Reynolds numbers less than the transitional values
indicated on figure 6, and on the 5-inch model having artificlal transi-
tion at & stagnation pressure of 7 pounds per square inch absolute for
the positions 0.5, 3.5, and 6.5 inches from the leading edge. Figure 9
shows the experimental laminar profiles obtained with natural transition
on the side of the 5-inch model with the 0.003-inch leading-edge thickness
and on the 4-inch model with the 0.012-inch leading-edge thickness. The
theoretical dimensionless velocity and distance parameters of reference 9
have been used to present the experimental data, and the theoretical curve
for M= 3.05 has been included for comparison.

- The first observation to be made in figure 9 is that almost all the
experimental points fall to the right of the theoreticel line, indicating
a more rapid boundary-layer developmetit than that predicted by theory.

~ That this greater initial growth is dependent on the thickness of the
leading edge can be seen by comparing the two profiles obtained on the
4-inch model with the 0.012-inch leading edge at the 0.5-inch position
with those obtained on the 5-inch model having a 0.005-1nch leading edge.
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This comparison of two different diameter models is Jjustified because

the 5-inch model had the same boundary-layer proflle near the leading

edge as the 4~-inch model with the 0.002-inch leading edge. The 0.0l2-inch
leading edge gives boundary layers far thicker then the 0.003-inch edge.
In addition, the boundary layers with the 0.003-inch edge have an inflec-
tion in the profile near the free-gtream edge of the boundary lsyer which
gives boundary-layer velocitlies in excess of stream velocities by as

much as 3 percent. From the results concerning transition discussed
earlier, the generalization may be made that the thicker leading edge
gives thicker initial boundary layers and larger trasnsition Reynolds
numbers than the thin leading edge. Further, the appearance of the )
velocities in excess of the free-stream value in the profile is assoclated
with a decrease in the transition Reynolds number. This latter point was
more firmly established for. the 3-inch model in which the excess wveloecity
in the profile was almost indiscernible and the transition Reynolds number
wes substantially higher than for the other models having larger excess
veloclties. The excess velocity reglons shown in figure 9 are not partic-
ularly impressive when shown in terms of u/ul but become very sub-

stantial in the indicated pltot pressure surveys. These regions were
detected ag far downstream as 3.5 inches; they diminish in intenslty as
distance increases.

A further comparisgon of experiment and theory in figure 9 shows that
discrepancies diminish with increasing distance downstream and with
decreasing total pressures. The diminution with distance 1s to be expected
since the effect 1s associated with the leading edge. The thinnest lead~
ing edges gave the best agreement with theory.

A possible reason for the poor agreement between the experimental
measurements and theory in the reglon near the leading edge may be that
the large probe size relative to the boundary-layer thickness made it
impossible to obtain accurate, undisturbed boundary-layer measurements.
However, the changes in shape of the measured profiles corresponding to
small changes in leading-edge thickness were assoclated with changes in
transition locatlion as noted in schlieren photographs. For this reason
it must be concluded that the probes are sufficlently sensitive to detect
qualitative changes in profile caused by lndependent variations, such as
changes in the leading~edge thickness.

Another possible source of error arose from vibrations of the models,
which were strongest over the forward portion and at high stagnation
pressures. These vibrations resulted from the long cantilever mounting
from the single support strut at the rear and may contribute slightly to
the measured boundary-layer thickness over the forward portion of the
model. The turbulent profiles are not believed to be noticeably affected
by this vibration.

, 2451
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Turbulent Veloclty Profiles and Friction Coefficients

Two methods for studying similarity among turbulent velocity profiles
are in common usage. In the first method the various turbulent velocity
profiles are expressed in terms of the nondimensional velocity u/ul and

distance y/& or y/®. This method has been used in the analysis of
incompressible and compressible flow boundary layers and is usually
considered to apply only to the outer part of the turbulent boundary
layer. In the second method the similarity parameters are the nondimen-
sional friction velocity ratio u/qfro7p and the friction distance

parameter (p+/To/p)(y/n). These parsmeters define the Kérmén universal

turbulent logarithmic veloecity profile which follows from the turbulent
mixing length theory. This method has been used extensively for the
analysis of subsonic turbulent boundary-layer dats, both incompressible
and compressible (e.g., references 10 and 11); however, its application
$0 supersonic turbulent boundary-leyer data 1s almost unknown. Both
these methods will be used to analyze the boundary layers measured in
this investigation and to determine their renge of application.

The subJect of greatest practical interest here, however, is the
determination of the friction coefflcient over the widest possible range
of Reynolds number. Two procedures for presenting skin friction data
are commonly used. The first procedure relates the integrated flat-plate
friction coefficient Cg to the Reynolds number based on length of run

Rex where Cf is determined from
28
Ce =%

This method will be used to present friction coefficient results for
both natural and artificial transition boundary layers. Since for the
case of natural transition a part of the measured momentum thickness @
and the length of run x or both may be thought of as due to the upstreanm
leminar layer, the turbulent friction coefficient Cp as defined will be
incorrect and result in low values of the coefficient. Hence, a correction
equlvalent to increasing the momentum thickness @ or decreasing the
length of run x or both is necessary to obtain a friction coefficient
for comparison with empirical formulas for turbulent two-dimensional flow.
Such corrections can be made with low-speed empirical friction laws as
guides.

In the second procedure the local friction coefficient cp is related

to the Reynolds number based on momentum thickness Reg- This method

requires no correction to the momentum thickness or length of run since
the relation between cp and Re@ is generally believed to be fairly

independent of the previous history of the boundery layer and the loceation
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of the transition point. The validity of the two methods will then be
investigated by comparing the results obtained from each.

Turbulent velocity profiles u/u; versus y/@. - Turbulent velocity
profiles uju; egeinst y/@ are plotted in figures 10(a) and 10(b) for

representative locations and pressures along the side of the 5-inch model
for both natural and artificial transition. These plots show approximate
similarity of the turbulent profiles whether produced naturally or arti-
ficlally for values of y/@ > 3.0 and, when compared with the power
profiles indicated by the solid lines, show the closest agreement with
the 1/7 power law. The somewhat higher degree of similarity in the arti-
ficial transition plots for the region near the wall reflects the smaller
variation in ® along the model length compared with thaet for the natural
transition.

Integrated friction coefficients. - In order to simplify the presen-
tation of the integrated frictlon coefficient dats and to facllitate the
subsequent corrections to the momentum thickness and length of run neces-
sary to obtaln coefficients for 100 percent turbulent flow, the friction
coefficient Cy has been expressed in terms of the Reynolds numbers

based on.the momentum thickness and length of run

If it is assumed that the integrated friction coefficlent can be expressed
in terms of the Reynolds number raised to a power as for incompressible
completely turbulent flow

K

n
Rex

Cp =

where K and n are constants, then substituting the former expres-
sion for Cp gives the followlng:

K 1-n
Reg = (Rex)
A plot of these variables Reg and Re, on log-log coordinates yields

s stralght line,  -the slope of which 1s 1-n.

A1l measurements of - Reg and Re, for natural and artificial

transition on all models are plotted in figures 11(a) and 11(b}. A
single line approximating the average distribution of the experimental
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points has been faired in figure 11(a). This line is a curve concave
downward. If the requirement for purely turbulent flow that this line
be straight is to be satisfied, then a constant addition AReg = 0.6x103

or - a subtraction ARex = 0.6X10% or some combination of the two must be

made. Accordingly, such corrections to the original curve have been
made end are represented by the single dot-dash straight line of fig-

ure 11(a). Because the final curve has a slope so nearly equal to 1, a
correction involving AReg glves the same corrected line as & correction
involving ARey -

The corrected line may be represented by en equation given in terms
of the I1ntegrated friction coefficlent

0.039

Cp = —————
f 0.19
Rex

or if a compressibllity factor of the form (l + 1%& Miz)m is separated

out and the constant 0.074 of the incompressible law is assumed correct,

_0.074 r-1 . 2)°-6
Cf=RO.19(l+2Ml)
€x

The friction coefficient formulas of von KérmAn (reference 12), of Wilson
(reference 2), and of Rubesin, Maydew, and Varga in their extended Frankl
and Voishel analysis (reference 3) are shown in figure 11(a) all based on
the same linear temperature-viscoslity relation. The formulas given by
references 2 and 3 are seen to best fit the corrected experimental data.

Strictly speaking, the method of applying these corrections is not
exact because the subtraction or addition of a constant amount ARe, or

AReg, respectively, implies that the turbulent flow begins at the same
Reynolds number regardless of stagnation pressure or leading-edge thick-

ness, Figure 6 showed that, actually, the transition Reynolds number
varied over a wide range which was substantially higher than the valué

of ARey = 0.6x10°% used for ome of the two possible corrections in fig-
ure ll(a)., However, there is no reason why the apparent beginning of the

turbulent boundary layer (ARey = 0.6x10%) should correspond to the

actual beginning of it, for the former will have its origin in the transi-
tional leyer immediately following the initial laminar layer.

Nevertheless, attempts were made to correct each set of data indi-
vidually so as to separate out the effects of a varying transition
Reynolds number. Because of extraneous effects, for example, possibly
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those associated with the leading edge or secondary flows, some of the
individual sets of date exhibited some serious incomsistencies, such as
transition Reynolds numbers RexT having negative values. Rather than -

an attempt to rationalize these inconsistencies or to discard the irregular
data points, the procedure of including all the points in one plot of
Reg against Rey was decided upon. The results obtained by this method

should then be understood to contain an average of all the results cor-
responding to some average transition Reynolds number.
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The corresponding results for the models having artificial transition
are shown in figure 11(b), and it is to be noted that the experimental
points can no longer be spproximated by a single curved line, but rather
are approximated by a family of curves - one for each pressure. The dot-
desh line shown is taken directly from figure 11(a) where it represented
the final correction of the original experimental results. In figure ll(b)
the experimental points fall to the left of the corrected line, neces-
sitating the opposite corrections, that 1s, a subtraction AReg or

addition ARe,. This time, however, a specific correction varying with
the pressure is required for the uncorrected experimental eurves to
approximate the dashed line. Approximate corrections AReg and ARe,
are listed in the following table for the artificial turbulence flow on
8ll three models: .

P, 71 12 20 30 50
(1b/sq in. abs)
AReg 0|-0.4x103|-0.8x103|-1.3x103 |-2.7x103
ARey 0| .4x108| .8x108| 1.5x106| 3.5x108

Thus, very large corrections are indicated for the highest stagna-
tlon pressures and negligible ones, for the lowest. This increased
discrepancy at high pressures appears to be analogous to the increased
discrepancy between experiment and theory in the case of the laminar
boundary layer (fig. 9) where the same behavior with pressure was noted.
Likewise, the greatest percentage deviations in the artificial turbulent
boundary-layer development expressed in terms of the momentum thickness
occurred near the leading edge, again comparable with the laminar boundary-
layer case where the poorest agreement between experiment and theory was
observed. closest to the leading edge. The effect of adding roughness at = =~
the leading edge 1is therefore to cause a disturbance which increases the
initial momentum thickness and which increases with the pressure or
density.

Local friction coefficients. - Because of the arbitrary nature of
the assumptions used to correct the measured values of Re; &and Reg
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in order to obtain the relation between integrated friction coefficient
and Reynolds number, a different spproach was trled which was expected

to eliminate the necessity of making corrections for the effective lead-
ing edge or effective momentum thickness. In this second method the

slope of the curve of momentum thickness against x, which 1s proportlonal
to the local frictlon coefficient for a flat plate, was correlated against
the Reynolds number based on the momentum thickness.

The curves of momentum thickness against x which were faired
through the experimental points are shown in figure 12. A careful examina-
tion of the experimental points shows that the momentum thickness on the
top and the bottom of the model was almost always larger than on the side.
For this reason the curves faired through the experimental points repre-
sent average values among the top, bottom, and side. These large dif-
ferences in boundary-layer development predominate in the turbulent region
and appear to be caused by differences in the location of the transition
point or by generally low static pressures on the top and the bottom of
the model. In the laminar region the development in the three circum-
ferential positions 1s very neerly equal.

The values of d/dx and Reg obtained with the aid of the faired

curves of flgure 12 are shown plotted in figure 13. Also shown are the
semiempirical curves of Wilson (reference 2), of Rubesin, Maydew, and
Varga's extended Frankl and Voilshel analysis (reference 3), and of

von Kérmfn (reference 12), and the laminar curve of Chapmsn and Rubesin
(reference 9), all with a linear temperature-viscosity relation. A
comparison in figure 13(a) of the experimental results and the theories
of references 2 and 3 shows good agreement up to Reg = 5000. Above

this value the experimental points show & general downward trend.

Figure 13(b) shows the local friction coefficient plot for artificial
transition together with the theoretical turbulent curves indicated in
figure l3(a). In this case there is little correlation between experiment
and theory. The discrepancy ln the slopes of the data is greatest at the
high pressures and least at the low, which was a characteristic observed
to a certain extent for the natural transition results and also earlier
for the uncorrected plot of Reg agalnst Re, for artificial transition

(£ig. 11(b)).

In order to compare the friction coefficients obtained by the two
methods for both the ndturel and artificial transition, the equations
obteined from the results of figures 11(a) and 11(b) were converted to
the d@/dx against Reg coordinate system of figure 13 and are presented
with the local friction coefficients in figure 14. Very good agreement -
between the two methods 1s apparent for the natural transition up to
Reg = 5000. The artificial transition results show little correlation

throughout. These results show that fairly typlcal correlations of
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turbulent friction coefficient with Reynolds number are possible without
resort to correction of any kind for the case of natural transition
boundary-layer flow. Such correlations are not possible for the case of
artificially turbulent flows.

Turbulent velocity profiles ut against y*. - The Kfrmén similarity
parameters ut and y+ are given by the following expressions; local
values of density and viscosity and wall values for the shear stress are

used:
; Z___EO U P Yer
p .
mfvjzz
y'+ = P = uly ﬂ .S.i
M v o a

The assumptions of a constant total temperature and a linear temperature-
viscosity relation were used in computing the quantities ut and y*

by the following equations, which are related to the stagnation conditions
and the Mach number:

11+ = ld.. 2
M \er
P
e r-1 z)T‘
yo= vo 17 x N2

In order to compute these parameters it is necessary to know the
local ccefficlents cp for each profile. These were obtained from the

experimental curves of figure l4. Each of the several determinations of
friction coefficient shown in figure 14 was tried to find which gave
similarity among the verious profiles in the turbulent region nearest
the wall; the curve obtained from the plot of Reg agailnst Rey, where

corrections for the effective leading edge or momentum defect were made,
gave the most satisfactory results for both the natural and artificial
transition boundary layers. The curves obtained from the plot of cf/z

against Reg for the artificial trensition (fig. 13(b)) gave friction
coefficients which produeced very large discrepancies smong the various
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profiles in the plot of ut against yt. Therefore, if similarity of

the turbulent proflles may be assumed a satisfactory criterion for Jjudging
which determination of the frietion coefficient is most reliable, then

it must be concluded that the results obtalned by the correction method
of figures 11(a) and 11(b) are the best.

Even when the friction coeffieient results based on the correction
method of figures 11(a) and 11(b) were used, a slight deviation from
similarity was observed. This deviation was corrected to a mean line
representative of all the profiles measured by adjusting the friction
coefficient a constant amount for each individual profile, 15 percent
on the average. The plots of ut against log y© obtained with these
corrections to the friction coefficient are shown in figures 15(a)
and 15(b) for the same turbulent profiles presented earlier in fig-
ures lO(a) and lO(b), respectively. Good similarity is apparent through-
out the entire range of values of ut and log yb except near the
outer edge of the boundary layer where the meximum value of ut is
reached. The value of ut there is given by

’2
-+ .

u = A —
max Ce

This value of u'pg, 1s probably not the true meximum value of ut at

the edge of the boundary layer, because the shear stress there has been
assumed equal to the wall value. 8Small reductions in the shear stress or
friction coefficlent near the edge of the boundary layer therefore could
produce similarity throughout the entire boundery layer. The greater
departure from simllarity for the artificial transition boundary layer
compared with the natural in the region near the stream edge is caused
by increased mixing, which extends the velocity boundary layer into a
region of relatively low shearing stress.

Included in figure 15 for comparison with the experimental results
are the theoretical laminar sublayer and turbulent layer curves for
incompressible flow from reference 10 and some theoretical turbulent
layer curves for compressible flow computed from reference 1ll. Making
due allowances for the rather poor accuracy in the leminar sublayer allows
this portion of the experimental boundary layer to be easily distinguished
and identified with the theoreticel laminar subleyer curve.

The theoretical representation for incompressible turbulent flow is

shown by the single straight line of reference 8. The equation of this
line is _ '

1
ut = 5.5 +x log.y+
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where K = 0.40 and is universal for all incompressible turbulent .
boundary layers. The method used in reference 11 to determine the effect
of compressibillity resulted in an expression for the compressible tur-
bulent region where ut is a function of both yt and the shear stress
or frictlon coefficient. Hence, the theoreticsl compressible turbulent
flow region will be represented by a family of lines depending on the
value of the shear stress assumed. The compressible turbulent curves
shown in filgure 15 were computed by the method of reference 11 for a
stream Mach number of 3.05 and two typical values of the local friction
coefficient, 0.00144 and 0.00250. The constant K was taken as 0.40.

A comparison.of the compressible flow theory with the experimental
results shows that the general theoretical trends are aspproximately
borne out by experiment. Somewhat better agreement between the two
could be obtained by further adjustment of the theoretical constant K
and of the integration constant in the expression of reference 11 for
the compressible turbulent flow regilon.

When the effect of compressibllity is consldered as in reference 11,
the theoretical profiles depend on the particular velue of friction
coefficient chosen. The effect of differences in the assumed friction
coefficients is small near the wall and increases as the edge of the
boundary layer is approached, producing a distinet profile for each value
of the friction coefficient. The experimental friction coefficients
were modified so as to make the experimental profiles coinclde in the
region of . log y+ = 1.7, and similarity throughout almost the entire
boundary layer resulted. The agreement between experiment and theory in
the region of log yt = 1.7 is found to be good, but as larger values of
log'y+ are taken the agreement diminishes. The experimentsl points are
seen to form a universal curve throughout the boundary layer which agrees
with the theoretical curve only in the reglon near the wall. In the
outer reglon where each of the theoretical curves depends on the value’
of the friction coefficient assumed, the agreement is poor.

Since small changes in the measured friction coefficient were
necessary to establish the simllarity of the turbulent veloecity profiles,
it 1s of interest to note what differences have been nade in the curve
of cf/Z against Reg originally taken frdi figure 14. 1In figure 16
are shown the original curve and the corrected values of the friction
coefficient necessary to establish similarity in figures 15(a) and 15(b).
Both the naturel and artificially turbulent boundary-layer results are
shown and are seen to agree closely. The corrections to the original
curve did not exceed 10 percent. It thus appears that 1f the profiles .
are made similar by adjustment of the lécal friction coefficients, then
these friction coefficients remain continuous and smooth functions of
Rep as they were before adjustment and a good correlaticn 1s obtained

both for natural and for artificisl transition.
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SUMMARY OF RESULTS

The following results wefe obtained from the investigation of the
boundary-layer development in a zero pressure gradient at Mach number 3.05:

1l. The position of transition varied with time, the extreme positions
being about 1 inch upstream and downstreem of & mean location.

2. The transition Reynolds number was found to increaese for increas-
ing stagnation pressures and for increasing leading-edge thicknesses.
The meximum variation 1ln transition Reynolds number was from 1.0 to

3.5x106.

3. Turbulent temperature recovery factors were found to decrease
slightly with increasing Reynolds number. The largest values of the
recovery factor were found for the initlally turbulent region and increased
with decreasing transition Reynolds number. Natural and artificial
transition flows gave equal recoveries in the turbulent region for equal
Reynolds numbers.

4. No distincet model diameter effect was found in the boundary-
layer growth. If such an effect existed, it was obscured by slight vari-
ations in the leading-edge thickness for the different models. The
thickness of the leading edge had a pronounced effect on the boundary-
layer development.

5. The agreement between the experimental and theoretical laminar
boundary-layer profiles was excellent for low stagnation pressures, large
distances downstream of the leading edge, and small leading-edge radii.
Possible errors due to the relatively large size of the probe compared
with the boundary-layer thickness may have some effect on the quantitative
results found nearest the leading edge, but the general trends observed
are probably correct. )

6. Naturslly and artifieially turbulent boundary-layer profiles of
the dimensionless velocity and distance parameters, u/ul against y/é,

showed approximate similerity in the outer portion of the boundsry layer,
and the approximation to the power profile was best for a power profile
exponent N equal to 7.

7. Integrated turbulent friction coefficients for naturel and arti-
ficial transition were correlated against Reynolds unumber based on length
of run by suitable corrections to aeccount for transition and leading-edge
effects. Good agreement with the theoretical friction coefficient
formulas of Wilson and of Rubesin, Maydew, and Varge in thelr extended
Frankl and Voishel analysis was obtained.
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8. Local turbulent friction coefficients for natural and artificial
transition were correlated against Reynolds number based on momentum
thickness without meking any corrections to account for transition and
leading-edge effects. Good agreement with theory was obtalined for the
natural transition boundary layers up to a Reynolds number of 5000.

Very poor agreement was found for the srtificisl trensition boundary
layers.

9. Naturally and artificiaelly turbulent boundary-layer profiles
expressed in terms of the Kérmén turbulent profile velocity and distance
parameters ut and 1log y', respectively, showed similarity throughout
the boundery layer except for the region nesrest the stream edge. The
departure from similarity was greatest for the artificial transition
boundary leyers and was probably caused by a more extended region of low
shear turbulent mixing. .

Lewls Flight Propulsion Laboratory
National Advisory Committee for Aeronsutics
Cleveland, Ohio, April 10, 1952
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AFPENDIX - SYMBOLS
The following symbols are used in thils report:

c proportionality constant in viscosity-temperature relation given in
reference 9

e local friction coefficient, Tq/plulz/z

Cf integrated friction coefficient, frietion dra%/blulz/z
m exponent of compressibility factor !

M Mach number

My stream Mach number 1

N exponent in power profile relation, ﬁi = (%)

n exponent of Reynolds number in friction formula
PO stagnation pressure

r redius of model

R temperature-recovery factor

Re Reynolds number based on length of run

Reg Reynolds number based on momentum thickness

RexT Rex of transition
Tl stream static temperature
TO stream total temperature

T wall temperature

u velocity

uy stream velocity

ut Kdrmén turbulent boundary-layer velocity parameter
b 4 distance along mode. from leading edge

N distence normal to model

y*  Kérmén turbulent boundary-layer distance parameter
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ratio of specific heat at constent pressure to specific heat at
constant volume

boundaxy-layer thickness
two~-dimensional displacement thickness
two-dimensional momentum thickness -

three-dimensional momentum thickness on cylindrical body

2451

viscosity '
kinematic viscosity
density

stream density

shear stress at wall

REFERENCES E )

Wilson, R. E., Young, B. C., and Thompson, M. J.: 2nd Interim Report
on Experimentally Determined Turbulent Boundary Layer Characteristics
at Supersonic Speeds. CM-501, IRL-196, Defense Res. Lab., Univ.
Texas, Jan. 25, 1949. (Bur. Ord. Contract NOrd-9195.)

Wilson, R. E.: Turbulent Boundary Layer Characteristics at Supersonic
Speeds - Theory and Experlment. CM-569, DRL-221, Defense Res. Lab.,
Univ. Texas, Nov. 21, 1949. (Bur. Ord. Contract NOrd-9195..)

Rubesin, Morris W., Maydew, Rendall C., and Varga, Stevan A.: An . -
Analytical and Experimental Investigation of the 8kin Friction of . =
the Turbulent Boundary Layer on a Flat Plate at Supersonic Speeds. i E
NACA TN 2305, 1951.

. Tetervin, Neal: Approximate Formulas for the Computation of Turbulent

Boundary-Leyer Momentum Thicknesses in Compressible Flows. NACA _
ACR Li6A22, 1946. '

Tucker, Maurice, and Maslen, Stephen H.: Turbulent Boundary-Layer
Temperature Recovery Factors in Two-Dimensional Supersonic Flow. o
NACA TN 2296, 1951.

Staldter, Jackson R., Rubesin, Morris W., and Tendeland, Thorval: A
Determination of the Leminar-, Transitional-, and Turbulent-Boundary-
Layer Tempersture-Recovery Factors on & Flat Plate in Supersonic
Flow. ©NACA TN 2077, 1950.



4T

TSv2

NACA TN 2742 25

7.

10.

12.

Eber, G. R.: Recent-Investigation of Temperature Recovery and Heat
Transmission on Conee and Cylinders in Axial Flow 1n the N.0.L.
Aeroballistics Wind Tunnel? Jour. Aero. Seil., vol. 19, no. 1,
Jan. 1952, pp. l-6.

Seban, R. A., and Bond, R.: Skin-Friction and Heat-Transfer Char-
acteristics of a Laminsr Boundary Layer on a Cylinder in Axial
Incompressible Flow. Jour. Aero. Sci., vol. 18, no. 10, Oect. 1851,
pp. 671-675.

. Chapman, Dean R., and Rubesin, Morris W.: Temperature and Velocity

Profiles in the Compressible ILeminar Boundary Layer with Arbitrary
Distribution of Surface Temperature. Jour. Aero. Sci., vol. 186,
no. 9, Sept. 1949, pp. 547-565.

von KfrmAn, Th.: Turbulence and Skin Friction. Jour. Aero. Sci.,
vol. 1, no. 1, Jan. 1934, pp. 1-20.

Deissler, Robert G.: Analytical and Experimental Investigetion of
Adiaebatic Turbulent Flow in Smooth Tubes. NACA TN 2138, 1950.

de KArmfn, Th.: The Problem of Resistance in Compressible Fluids.
Quinto Convegno "Volta," Reale Accademia d'Italie (Roma), Sett. 30~
ott. 6, 1935, pp. 3-57.



26 NACA TN 2742
31" >
Boundar{® layers
measured here, 21.5" {
E—— — — —— — — — dt—— —_v -
— - — — X ¥ i
| 5°
- - } d D
0 l l
— —— C—— — S— I -
\—Surface polished to less
than 16 microinches rms
D d Leading-edge
(in.) | (4n.) | thickness
' (in.)
3 2.83 0.006
4 2.67 0l2__
4 3.67 002 .
5 4.50 .003 .,

Figure 1. - Cylinder model dimensions., -

.ﬂ

A

Alr
flow

L J

Top view

Flgure 2. - Five-inch model in tunnel showing

Front

riew

i

probe lnstrumentation.

TS¥2



2451,

NACA TN 2742

llllll S ——

C.28973

{c) Bottom probe.

(b) Top probe.

(a) 8ide probe.

layer surveys.

Flgure 3. - Total-pressure probes used for boundary-

27



28

Stream Mach number, M;

3.3

3.2

3.0

3.1

3.0

2.9

3.2

3.1

3.0

3.1

3.0

3.0

2.9

2.8

NACA TN 2742

[e) Test side
A Top '
\v4 Bottom
A
v tagnation
O DPressure, Pg
) < o 2 o (1b/eq in. ebs)
a ° o 50
(o]
o
o
o (o] o o
(o] 30
o)
o) o 5
o (o] (o] o
20
©
AN P
v o] v (o]
o v
x r.N
[e) |®) ~ [e)
0| 12
o (o]
° o
° o o) 7
\J
4 8 12 o 16 20

Distance from leading edge, x, in.
(a) Natural trensition, 5-inch model.
Flgure 4. - Mach nunber distributions.

24

TST2



2451

NACA TN 2742

Stream Mach number, My

3.3

3.2

3.1

3.0

3.3

3.2

3.1

3.0

3.2

3.1

3.0

3.2

3.1

3.0

2.9

2.8

[e) Test side Stagnation
A Top DPressure, Pg
v  Bottom o (1b/sq in. abs)
0 o S0
o] 0 o [o]
(o]
5 o o o 30
(o} (o}
[¢]
[o) [o) 20
(o] o]
© o
(o]
3
8 lo) o)
(o] 12
v (o]
FaX
A
]
o Q 7
4 I 1z 16 20, 24

Distance from leading edge, x, in.

(b) Artificial transition, S-inch model.

Figure 4. - Continued. Mach number distributions.



30

Stream Mach number, M

3.1

3.0

2.9

2.8

3.1

3.0

2.9

3.2

3.1

3.0

3.2

3.1

3.0

3.1

3.0

NACA TN 2742

A 4
o p4 o o 8 ,
Model Type of Btagnetion
(o] diame‘yer trensition pressure, Pp
{in. (1v/sq in. abs)
o Tegt side 4 Natural Of s0
A Top
v Bottom
a 0 A
° 8
(o] o
~ 0]
4 Netural 12
A
v o]
o o il
o ° A °
4 Artificial 12
o
g | o |3 a | o
o i v
- 3 Natural 50
O o f\---
o 15T . § T
3 Natural ‘12
o & ° © ©
' e 3 Artificial 12
4 8 12- 18 20 24

Distance from leading edge, x, in.

(c) Natural and artificiel transition, 3- and 4-inch models.

Figure 4. - Concluded.

Mach number distributions.

1693



2451

NACA TN 2742 31

(b) Artificiel transition., Stagnation pressure, 50 pounds per square inch absolute.

Figure 5, - Schllieren photograph of S-inch model.
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1/2 local friction coefficimnt, cpf2 = dB/Ax
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